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1. Installation of SERA software

Open the folder containing install atitoamp. ekefihér emf
folder.

i SERA configuration program - InstallShield Wizard @

Welcome to the InstallShield Wizard for SERA
configuration program

The InstallShield(R) Wizard will install SERA configuration
program on your computer, To conkinue, click Mext.

WARMIMNG: This program is protected by copyright law and
inkernational kreaties,

[ Next> [ Cancel

Fig. 1

In the displayed WindowFig. 1 press [Next>].

GSM security and control system GTalarm software SERA.www.topkodas.|t




i SERA configuration program - InstallShield Wizard

Destination Folder

Click Wext ko inskall ko this Folder, ar click Change ko install to a different Folder,

G Install SERA configuration program to;

C:\Program Files\topkodasiSERA)

[ = Back ]| hext > | [ Cancel ]

Fig. 2
Installation directory will be displayed in the Winddw(g. 2 (fig.2). If installation directory of the software is OK,
press [Next]. If you would like to install the software in the other directory press [Change], specify other installetimnydir
and then press Next>.

i& SERA configuration program - InstallShield Wizard

Ready to Install the Program

The wizard is ready to begin installation.

If wou wank to review or change any of vour installation settings, click Back. Click Cancel to
exit the wizard.

Current Setkings:

Setup Type:

Destination Folder:
C\Program Files\topkodasiSERAYL

Izer Infarmation:
Marne: D

Campany:

< Back, ]| Install { [ Cancel ]

Fig. 3

Check if the correct data are entered and press Install in the displayed Wi@p\8) (Fig.3).
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i@ SERA configuration program - InstallShield Wizard

Installshield Wizard Completed

The Installshield wWizard has successfully installed SERA
configuration program. Click Finish bo exit the wizard.

Fig. 4
After successful installation of the software SERA, press [Finish] in the displayed Wrgod:

Congratulations, you have successfully installed the application SERA in your PC.

2. USB drivers installation

In order to configure the module via USB interface, it is necessary to install USB DRIVER. Drive configuration
available in the file usbser.inf

After connection of USB cablé&he module must be supplied with + 12V) to the PC via USB interface, OS
Windows will find USB driver.

Driver configuration:

Winows 2000/XP usbser.inf.

Windows 7 x86 or x64 usbser x86 x64.inf

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windowes will zearch for current and updated software by
looking on your computer, on the hardware installation CO, or on
the Windows Update 'Web site [with pour permizzion).

Can “Windows connect to ‘wWindows |Jpdate to search for
zoftware?

()Y es, this time only
()es, now and every time | connect a device
() Ma. not this time

Click Mest to continue.

[ Mest » ][ Cancel ]

Select [ANo, not this timefA] in the displayed Windo
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Hardware Update Wizard

Welcome to the Hardware Update
SN Wizard
Thiz wizard helps vou install zoftware far:

I1SBSenal

:;_.'\;l If your hardware came with an installation CD

=" or Hoppy dizk. inzert it now.

YWhat do you want the wizard to da?

™ Inetall the zoftware automatically [Fecommended)

% Inztall from a list or specific location [Advanced]

Click Mest o continue.

< Back I Hest » I Cancel |

Fig. 6

Select Alnstall from a | ist or s pedisplayeddWindow¢Fg®6)i o n

Hardware Update Wizard

Pleaze choosze your search and installation options.

" Search for the best diver in these locations,

Ilz& the check boxes below to limit or expand the default zearch, which includes local
pathz and removable media. The best diver found will be inzstalled.

¥ | Seanch removable media [loppy. CO-ROM...|

™| Include this lazation in the s=arch:

II:"-.D arbaz\GT 4 j Brovze |

) Don't zearch. | wil choose the driver b install:

Chooze this option to zelect the device driver from a lizk, Windows does not guarantee that
the driver you choose will be the best match for pour hardware.

< Back I Hest » I Cancel

Fig. 7
I n the displayed Window (fig. 7) select

Donobt
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Found Mew Hardware Wizard

Select the device driver you want to install for this hardware.

Select the manufacturer and model of your hardware device and then click Mest. [F pou
have a dizk that containz the driver pou want to install, chick Hawve Disk.

¥ Show compatible hardware

Model |
LISE Senal Config

Thiz driver iz not digitally zigned! Have Dizk... |
Tell me why diver signing iz imparkant

< Back

Cancel |

Press Have Disk button

Loak: jr IHHemwahle Disk [F:] j (& 5 pE

ky Becen
Dlacun

File name: Iusl:user_:-:EE_:-:Ed.inf j Open
Files af twpe: ISetup Information [*.inf] j Cancel |
p
Select driver file:
Windows XP usbser.inf.
Windows7 x86 or x64 usbser_x86_x64.inf
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Found Mew Hardware Wizard

Select the device driver pou want to install for this hardware.

“=f  Select the manufacturer and model of wour hardware device and then click Mest. If you
have a dizk that contains the driver pou want to inztall, chck Have Disk.

¥ Show compatible hardware

Thig driver iz not digitally signed! Have Disk... |
Tell me why diver signing is imporkant

< Back I Mest » I Cancel |

Press Next

Hardware Installation

L "_'., The zoftvare you are installing for thiz hardware:;
L
I15SE Sernial Config

haz not pazszed Windows Logo testing to werfy its compatibility
with "Windows $P. [Tell me why thiz testing iz important. ]

Continuing your installation of thiz software may impair
or destabilize the comrect operation of your zpstem
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for zoftware that has
passed Windows Logo testing.

Continue Arnpway

Press Continue Anyway
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Found Mew Hardware Wizard

Please wait while the wizard installs the software.__.

(3 USE Serial Canfig

uzbeersyz
To C:NWIHDOWS vapstem32SDRIVERS

< Black Hest = [Cancel

Wait while the driver will be installed

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the software for:

% I15E Sernial Corvverter

Click. Finish to cloze the wizard.

Finizh

Fig. 8
Displayed Window (fig.8) means that your PC has found file necessary for driver's installation eessfliy
installed it. Press Finish Installation of USB Serial Config is finished.

& Attention! After installation of USB driver, it is necessary to restart the PC.

GSM security and control system GTalarm software SERA.www.topkodas.|t




=10 |

File  Action Wiew Help

e B EFS 2 A =Ra

: ‘8 Realkek RTLG169/5110 Farily Gigabit Ethernet MIC LI
= ‘a Other devices

----- ‘fh Modem Device on High Definition Audio Bus

- Ports (COM & LPT)

----- 5 BT Port (COM10)

----- S BT Port (CoM11)

----- S BT Port (COM12)

----- BT Port (COMLE)

----- 5 BT Port (COM14)

----- S BT Port (CoM20)

----- o BT Port (Comz1)

----- S BT Port (COM40)

----- & BT Port (COM41)

----- 5 BT Port (COM42)

----- BT Port (COM43)

----- ' BT Port (COME)

----- = BT Part (COM7)

I1SE Serial Config (COM3)
]ﬂ. Processors

]V!j Secure Digital host controllers
H-- j System devices

A8, Sound, video and oame controllers LI

Open Device Manager window and in the row (COM&LPT) press + in order to see all PC COM ports. The row sho
show USB Serial Config (COMxPrag mouse cursor on this row and right click on the menu item Propé&itieshould see
the window below with the not e.:Thidrlears shat®@ is successfilly prepeved koii
operation with configuratioh e st i ng &SERWRAcati on A

USE Serial Config (COM3) Properties 2=

General |F'|:-rt Settingsl Drriver I Detailsl

(3 USE Serial Canfig [COM3]

T|IT|IT|ITI

Device type: Ports [COM & LPT]
bl anufacturer: |ISECanfig
Locatian: Location O [USESerial]

— Device status

Thiz device iz wu:urkinﬁ Eruﬁerlﬁ. ;I

|f you are having problems with this device, click Troubleshoot to
gkart the troubleshooter.

Device uzage:
I ze thiz device [enable) j

k. | Cancel |
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3. COM port number setting.

After installing drivers you should check what COM port number has been assigned to the USB module. To perf
this task in Windows environment follow the instructions mentioned below.

& Attention! The module should be connected to +12V and to a PC via USB interface. DO NOT po\
module from PC power supplynit, because absence of common grounding between two PC power
units may damage the module.

Open he Window [System Properties] (path: Start > Control Panel > System). [System Properties] VFigd&yig
being displayed.
From the Window [System properties] select the tab [Hardware]. After selection of the tab [HardwadepWFig.

9) will be displayed.
System Properties @EI

Sygtem Restore Automatic Updates R emaote

eneral Advanced

Device kM anager

. The Device Manager liztz all the hardware devices installed
- o your computer. Use the Device Manager to change the
properties of any device.

Device Manager

Dirivers

Diriver Signing lets vou make sure that installed drivers are
compatible with ‘Windows, ‘Windows Update etz pou set up
hows W indows connects to Windows Update for divers.

[ Drriveer Signing ] [ Windaws pdate

Hardware Profiles

Hardware profiles provide a way for pou to zet up and store
different hardware configurations.

[ Hardware Profiles ]

[ OF. l[ Cancel ]

Fig. 9

Select [Device Manager] from the tab [Hardware]. Wind&ig(10) will be displayed.
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£ Device Manager

File  Action Wiew Help

N & 20 &

Y |
:é Cormpuker
“ge Disk drives
é Display adapkers
iy DWDYCD-ROM drives
@ Floppy disk controllers
25 Human Interface Devices
=) ICE ATA/ATAPI controllers
w._;a keyvboards
y Mice and other pointing devices
Monitars
B8 Network adapters
5 Parts (COM & LPT)
ﬂ. Pracessars
@é SC51 and RAID controllers
:é Syskem devices
@, sound, video and game contrallers
E%ID niversal Serial Bus contrallers

+++++++++++++++++h

Fig. 10

@ Attention! If the module GTalarm is not powered with +12V and it is not connected to the PC vie
interface, menu [Ports (COM & LPT)] item [USB Ser@bnfig (COMx)] will not be visible.

I n [ Device Manager ] Window click A+fA symbol near [ Port
the module is powered with +12V and it is connected to the PC via USB port, thus upon scrolling Ports (COM & LP

Window (Fig. 11) will be displayed.

g/

File Action Wiew Help

SR R

g HP
+- W Acronis Devices

Eatteries

% Biometric Devices

i Computer

g Disk drives

B, Display adapters

o8 DVINCD-ROM drives

U{-a‘ Hurnan Irterface Devices

- IDE ATAATAPI contrallers

- ﬁ IEEE 1394 Bus hosk controllers

Imaging devices

22 Kevboards

@ Memory technolagy driver
Mice and other pointing devices

| Manitars

Metwork adapters

Porks (COM &LPT)

UsSE Serlal Port (COMLY

USE Serial Part (COMZ2)
Processors

System devices

-3 Sound, video and game controllers
: d Uriversal Serial Bus contrallsrs

Fig. 11
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From the displayed WindowF{g. 11) you mustcheck whaiCOM port is assigned to USB interface. [USB Serial Port
(COM3)] is displayed in the exampl@his means that USB will be assigned to the third COM fRetmember this COM
port number and proceed with the clausaVork with the software SERA

4. Connection of the module to your PC

The module must be powered with (+12V >500mA)tagé, it should have inserted SIM card (with replenished
account and removed’IN CODE REQUEST), connected GSM and GPS antennas and the module must be connected to |
PC via programming cable.

Run SERA.exe

USB Cable

GSM Antenna

DC 10-15V/0.5A

— .
) “ - L

Insert SIM Card

5. Work with the software SERA

Start the software SERA. Go t AS}artﬁ > AAIL I programsi > ATopkoda:
directory and click ASERA.exedf.

Fig. 12
If you are sure that the module is fully connected to PC and power supply, pleasBeayicts >GTalarm v1.(Fig.

13
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