
 

 
 

SERA 
The Software for configuration and testing of GTauto v4 in Microsoft 

Windows environment 
 

Userôs guide 

 
 

 
 



____________________________________________________________________________ 

GSM security and control system GTauto v4 software SERA.         www.topkodas.lt  2 

Content 
 

1. Installation of SERA software ................................................................................................................ 2 
2. USB drivers installation.......................................................................................................................... 4 

3. COM port number setting. .................................................................................................................... 10 
4. Connection of the module to your PC .................................................................................................. 12 
5. Work with the software SERA ............................................................................................................. 14 

5.1. Content of the module configuration ............................................................................................ 16 
5.2. Main Window of the software SERA (System options) ............................................................... 17 

5.3. Window [GSM communication options] ...................................................................................... 19 
5.4. Remote Control by Dialling (Remote Control by Dialling) .......................................................... 21 
5.5. Window [Outputs] ......................................................................................................................... 22 
5.6. Window [Inputs] ........................................................................................................................... 24 
5.7. Window Event SMS Text ............................................................................................................. 27 

5.8. Window [Text summary] .............................................................................................................. 28 
5.1. Window Temperature Controller .................................................................................................. 29 

5.2. Window  [Testing and Diagnostic window] ................................................................................. 30 
6. Saving module configuration into the file ............................................................................................ 32 
7. Installing of saved configuration into the module ................................................................................ 32 
8. Updating of firmware ........................................................................................................................... 34 
 

1. Installation of SERA software 
 

Open the folder containing installation of the software SERA. Click the file SERA setup.exe from the mentioned 

folder.   

 
Fig. 1 

 

In the displayed Window  Fig. 1 press [Next>]. 
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Fig. 2 

 Installation directory will be displayed in the Window Fig. 2 (fig.2). If installation directory of the software is OK, 

press [Next]. If you want to install the software into other directory, press Change. Locate another directory to install the 

software and press Next. 

 

  

 
Fig. 3 

 

Check if the correct data are entered and press Install in the displayed Window (Fig. 3) (Fig.3).  
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Fig. 4 

After successful installation of the software SERA, press [Finish] in the displayed WindowFig. 4 . 

 

 Congratulations, you have successfully installed the application SERA in your PC. 

2. USB drivers installation 
In order to configure the module via USB interface, it is necessary to install USB DRIVER. Drive configuration is 

available in the file usbser.inf  

After connection of USB cable (the module must be supplied with + 12V) to the PC via USB interface, OS 

Windows will find USB driver.   
Driver configuration: 

Windows 2000/XP              usbser.inf .  

Windows 7 x86 or x64        usbser_x86_x64.inf 

 
Fig. 5 

 Select [No, not this time] in the displayed Window (Fig.5) and press [Next>]. 
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Fig. 6 

 

 Select Install from a list or specific location (Advanced) and press Next> in the displayed Window (Fig.6). 

 
Fig. 7 

In the displayed Window (fig. 7) select : Donót search I will choose the driver to install. Press Next> 
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Press Have Disk button 
 

 
Select driver file: 

Windows XP              usbser.inf .  

Windows 7 x86 or x64        usbser_x86_x64.inf 
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Press Next 

 

 
Press Continue Anyway 
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Wait while the driver will be installed 

 

 
Fig. 8 

Displayed Window (fig.8) means that your PC has found file necessary for driver's installation and successfully 

installed it. Press Finish Installation of USB Serial Config is finished.  

 
 

Attention! After installation of USB driver, it is necessary  to restart the PC. 
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Open Device Manager window and in the row (COM&LPT) press + in order to see all PC COM ports. The row should 

show USB Serial Config (COMx). Drag mouse cursor on this row and right click on the menu item Properties. You should see 

the window below with the note: ĂThis device is working properlyñ . This means that PC is successfully prepared for 

operation with configuration-testing application ĂSERAñ. 

 
 




















































